
LYCAL 302 
SILICONE GREASE 
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Loyal Enterprise Company 
Flats D, E, &H, 16/F Block B, Marvel Ind. Bldg., 17-25 Kwai Fung Crescent, Kwai Chung, 
H.K. Tel: (852)24297261,(852)24297269    Fax: (852)24804473 
Dongguan Haoli Fine Chemicals Co., Ltd. 
Datang Zone Daling Shan Town, DongGuan City, GuanDong Province 
Tel: (86) 769-83351634, (86) 769-83351742  Fax: (86) 769-83351614 

GENERAL DESCRIPTION: 
Lycal 302 Silicone Grease is translucent silicone material, free from 
abrasive particles. 

IMPORTANT USE: 
* Metal - on - plastic, metal - on - rubber bearing lubricant.
* High temperature lubricant.
* Moisture seal and lubricant for switches, cable and cable connector,
lamp-bulb bases, battery-terminals.

ADVANTAGE: 
* Not causing corrosion and swelling problem to metal and plastic.
* Retain grease like within the temperature range from –57 oC to 204 oC.
* Odorless and non-toxic.

PHYSICAL DATA: 
* Evaporation 24 hours 150 oC 4% Max.
* Solidification point -54 oC
* Thermal conductivity BTU/(hr) (ft) (F) 0.092
* Dielectric constant 25 oC 102－106 Cycles 2.75
* Volume resistivity, OHM-CM 1 x 1015

Storage and Handling 
Approx. 12 months in their original, unopened packages, and store under cover, out of direct sunlight 
and protect from temperatures at 5-30oC.  

Health and Safety 
Attention must be paid to the normal precautions for handling chemicals and to the measures 
prescribed in the local health regulations. The workplace must be well ventilated, skin care measures 
should be adopted and safety goggles should be worn. 

The technical information and application advice given in this publication is based on the present state of our best scientific 
and practical knowledge. As the information herein is of a general nature, no assumption can be made as to the suitability 
of a product for a particular use or application and no warranty as to its accuracy, reliability or completeness either 
expressed or implied is given other than those required by commonwealth or State legislation the owner, his representative 
or the contractor is responsible for checking the suitability of products for their intended use. 
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