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Description 
 
It is water based decorative, anti-fungal, acrylic coating, which contains special selected pigment and 
filler to achieve high build matte finish, it fills hairline cracks and helps to hide surface imperfections. 
It provides a matte surface with excellent UV and weather resistance, excellent adhesion to concrete, 
masonry, steel. It is usually applied directly to masonry surfaces by brush, roller, or preferably spray.  
 
Recommended Application 
 
Suitable for using on varies kind of concrete, plaster, masonry, cement board and some timber or wood 
surfaces. 
 
Based 
Pigment filled acrylic emulsion 
 
APPREARANCE 
 
Color 
Selected Color range. For other special request, please contact us. 
 
Finish 
Full Matt. 

 
APPLICATION DATA 
 
Flash Point Non-flammable 
Solid Content Approx. 75%  
Viscosity (at 25oC) 110-115 KU  

Data is varied by different color. 
Specific gravity 1.35  

Data is varied by different color. 
Lowest Application Temp 5oC 
Drying Time Touch dry : 1 hours x 25oC  

Full cured : 24 hours 
 
Drying time may be varied by temperature and humidity change. The lower 

the temperature and the higher the humidity exists, the longer the drying 

time needs. 
Overcoating Time 4 hours 

If apply oil based coating on top, overcoating time will be 24 hours. 
Recommended Film 
Thickness 

Wet film thickness : 200 micron 
Dry film thickness : 100 micron 

Volatile Organic Compound 
(g/L) 

14 
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Coverage Rate 
Thickness of layer M2 (Approx.) M2 (Approx.) 
0.05 mm (dry film) 0.1-0.2 Lit / M2 10 M2 / Liter 

**The above coverage refers to application on smooth surfaces and allowance should be made for irregular surfaces and 
wastage. 
 
Packaging 

Unit size 
4 liter  
20 liter 

 
Thinner/ Cleaning 
Clean water.  (Add 1/6 - 1/4 water by volume, thinning ratio may varied by applications.) 
 
Wash gear up regularly and often using water. Spills should be washed up at once. 
 
Storage and handling 
Approx. 12 months in their original, unopened packages, and store under cover, out of direct sunlight 
and protect from temperatures at 5-30oC. 
 
Application Method 
 
1. Remove all loose and foreign matter, off-form concrete surfaces should be acid etched in 

accordance with standard trade practice. 
2. Stir until homogeneous and lump free 
3. If it is found too thick for application. Add tap water for about 1/6 - 1/ 4 part by volume. 
4. For spraying, use pressure pot and air-automized mastic gun. Apply at a coverage, prearranged so 

as to give required filling leveling. 
5. For brushing, it leaves a directional texture effect and it is not normally used. For rolling, it leaves a 

stipple that is often acceptable. 
 
Technical Data 
 
Preliminary Examination of Paint  
(BS 3900:A2:1993 / ISO 1513: 1992) 
Surface skin 
Consistency 
Separation into layers 
Settling / Sediment 
Extraneous matter / Visible impurities 

 
 

No 
Thixotropic 

No 
No 
No 

Through dry time  

(BS 3900:C3:1990) 
15 hours 
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Artificial weathering test -- 500 hours 
(ASTM G53-88/BS1006:A02) No discernible change 

Contrast ratio  

(BS 3900: D4: 1989) 
77.7 

Fineness of grind  

(BS 3900:C6:2000/ISO 1524:2000) 
60 

Specular gloss (85o) 

(BS3900:D5:1997/BS EN ISO 2813:2000) 
3.1 

Viscosity  

(Stormer viscometer)(ASTM D562-81) 
110-115 

Wet Scrub test  

(ASTM D2486-96) 
120 

             
 
Health and Safety 
 
This product is water base paint, and it is non-flammable material. It contains a few quantities of 
preservative agent and coalescing agent; it may irritate the skin and mucous membrane on prolonged 
contact with this product. Good skin care and wearing of protective mask should be used during 
handling. In the event of contact with eyes, rinse with plenty of water, and seek medical advice. It is 
necessary to keep thorough ventilation of the processing workroom.  
 

 

 

 

 

 
 
 
 
 
The technical information and application advice given in this publication is based on the present state of our best scientific 
and practical knowledge. As the information herein is of a general nature, no assumption can be made as to the suitability 
of a product for a particular use or application and no warranty as to its accuracy, reliability or completeness either 
expressed or implied is given other than those required by commonwealth or State legislation the owner, his representative 
or the contractor is responsible for checking the suitability of products for their intended use. 
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